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Pressures = 0 to 4 Bar

Application by Qualified Choice
Temps = 0to75C
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Possibly available wwith FPM seals Material PP Black Body Std. Version

Dia for Weight =40 Grams

Hose Seals = EPDM

Bore End Screw = SS304
Operation Internal Non Exposed Spring SS 302
Closed = Std Position Tests = Individually Vac. Tested.

Body is engraved with size and Material Open = Push End Knob

Technical Data

Hose / Litres /
Ref | BSPm oS Material ||[F/Length || Wt Hour Head / Bars Temps
Outlet
Water
11PPO7 || 3/4" 20mm PP Black| 97mm |40g 1200 1M /014 0 C to 50C
" Nylon
11PNO7 || 3/4 20mm Beice 97mm [|50g 1200 1M /014 0 C to 50C
19

Physical and Flow tests on Everyvalve Spring / Self close PP Pour Tap

Linear Force For Opening (Pushing knob)

With no Head Water Force
After long closure period with stiction 3 Kgs
After repeated use 1.1 Kgs

Flow Characteristics with Water Head ( Max. Pressure 4.5 Bar )

Water Head Litres / Minute
At 6 inches head (150mm) 75L/ M
At 8 inches head (200mm) 85L/M
At 10 inches head (250mm) 10L/ M
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